
with capacities of 20,000 to 25,000kg

X Series Internal Combustion Forklift

По вопросам продаж и поддержки обращайтесь:

Алматы (7273)495-231
Ангарск (3955)60-70-56
Архангельск (8182)63-90-72
Астрахань (8512)99-46-04
Барнаул (3852)73-04-60
Белгород (4722)40-23-64
Благовещенск (4162)22-76-07
Брянск (4832)59-03-52
Владивосток (423)249-28-31
Владикавказ (8672)28-90-48
Владимир (8672)28-90-48
Волгоград (844)278-03-48
Вологда (8172)26-41-59
Воронеж (473)204-51-73
Екатеринбург (343)384-55-89
Иваново (4932)77-34-06
Ижевск (3412)26-03-58
Иркутск (395)279-98-46
Казань (843)206-01-48
Калининград (4012)72-03-81
Калуга (4842)92-23-67
Кемерово (3842)65-04-62
Киров (8332)68-02-04
Коломна (4966)23-41-49
Кострома (4942)77-07-48
Краснодар (861)203-40-90
Красноярск (391)204-63-61
Курск (4712)77-13-04
Курган (3522)50-90-47
Липецк (4742)52-20-81
Магнитогорск (3519)55-03-13
Москва (495)268-04-70
Мурманск (8152)59-64-93
Набережные Челны (8552)20-53-41
Нижний Новгород (831)429-08-12
Новокузнецк (3843)20-46-81
Ноябрьск (3496)41-32-12
Новосибирск (383)227-86-73

Омск (3812)21-46-40
Орел (4862)44-53-42
Оренбург (3532)37-68-04
Пенза (8412)22-31-16
Петрозаводск (8142)55-98-37
Псков (8112)59-10-37
Пермь (342)205-81-47
Ростов-на-Дону (863)308-18-15
Рязань (4912)46-61-64
Самара (846)206-03-16
Саранск (8342)22-96-24
Санкт-Петербург (812)309-46-40
Саратов (845)249-38-78
Севастополь (8692)22-31-93
Симферополь (3652)67-13-56
Смоленск (4812)29-41-54
Сочи (862)225-72-31
Ставрополь (8652)20-65-13
Сургут (3462)77-98-35
Сыктывкар (8212)25-95-17
Тамбов (4752)50-40-97
Тверь (4822)63-31-35
Тольятти (8482)63-91-07
Томск (3822)98-41-53
Тула (4872)33-79-87
Тюмень (3452)66-21-18
Ульяновск (8422)24-23-59
Улан-Удэ (3012)59-97-51
Уфа (347)229-48-12
Хабаровск (4212)92-98-04
Чебоксары (8352)28-53-07
Челябинск (351)202-03-61
Череповец (8202)49-02-64
Чита (3022)38-34-83
Якутск (4112)23-90-97
Ярославль (4852)69-52-93

Россия +7(495)268-04-70   Казахстан +7(7172)727-132   Киргизия +996(312)96-26-47

hah@nt-rt.ru || https://hangcha.nt-rt.ru/



Appearance
/ The exterior has a family appearance and a 

compact and smooth style showing modern 
industrial aesthetics.
With modular and standardized design taking full 
advantage of the X series platform, the main 
parts are verified step by step in advance, so that 
the vehicle is highly mature. 
The key parts of renowned brands have been 
verified reliable and durable by the market for 
many years while being used by the old products. 
Structural parts such as the frame, mast, etc. are 
upgraded and optimized on the basis of existing 
products, and are verified through CAE analysis 
and testing. 

/

/

/

E�cient
/ With the hydraulic load-sensing system to 

enable on-demand supply, less continuous load 
of the engine and less energy consumption 
and emissions, the work e�ciency is improved 
significantly, and the average operation 
e�ciency is increased by more than 15%. 

Intelligentized management 
system (option)
/ An optional cloud intelligent forklift management 

system FIMSand intelligent remote monitoring 
are provided to better facilitate equipment 
management and logistics management. 

Single double-acting transverse cylinder 

steering axle, full hydraulic power steering 

and load-sensing steering gear all can 

provides easy steering action.

Heavy-duty traction axle with two-stage 

deceleration; Maintenance-free wet brake; 

Hydraulic release spring action parking brake 

provides safe and reliable.

ZF gearbox

Reliable



Comfort
/

/

The compact integral joystick enables easy 
and accurate remote control. The optimized 
hydraulic braking curve enables smooth 
easy-to-control braking.
The adjustable suspended seat, inclinable 
telescopic steering column, and multidirectional 
adjustable console can meet the needs of 
di�erent operators to the greatest extent and 
bring a comfortable control experience.  

Suspended seat with fingertip system that can be 

easily adjusted to suit each customer.

Maintenance
/

/

The high-definition LCD bus instruments have bus architecture 
and several built-in diagnosis and management functions to 
enable central fault alarm, simplified operations, easy diagnosis 
and flexible configuration of electrical functions.
The tiltable cab and wide-opened hood enable easy access to 
the oil and water, and make maintenance more convenient.  

Battery compartment is easy to open

for easy maintenance.

The newly designed LCD instrument has 

more comprehensive functions and more 

stable performance. It can display the 

important information such as truck 

status and engine faults... So that the 

operator can understand the truck 

status more intuitively and facilitate

maintenance.

Excellent all round visibility is achieved by the overall 

design.

Optional imaging system with front and rear camera, 

increasing the safety greatly.

Safety
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Duplex wide-view mast
Hydraulic prong adjustment
Standard fork
Cabin
Cooling and heating air conditioner
Fully hydraulic power steering
Quadruple multi-way valve
Chair sensing system
Steering wheel adjusting device
Self-locking valve in the tilting fuel circuit
Speed limit valve in the lifting fuel circuit
Armrest's multi-directional adjustment device
Traction device
Main power switch
Reversing radar
LCD bus instrument
Neutral indicator
Parking braking indicator
Charge indicator
Preheating indicator
Engine oil pressure alarm
Air filter alarm
Accumulator low pressure alarm
Hydraulic oil filter alarm
Oil-water separator alarm
Engine failure alarm
Vehicle LED lights
Water thermometer
Oil gauge
Oil temperature meter
Engine hour counter
Pneumatic tire
Reverse buzzer
Snail horn
Manual tipping pump
High-position emission device
Mast LED operation light
Vehicle toolkit

Options
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User specified color
Forks of other specifications
Masts of other specifications
Solid tire
Vehicle intercom
Reverse voice buzzer
Electronic alarm light (with\without a control switch)
Rear view system (optional with memory)
Front and rear view systems (optional with memory)
Spark arrester
Fire extinguisher (2kg \ 4kg)
Automatic fire extinguisher
Four-channel driving record system
Speed limit
Blue light
Weighing system
Air prefilter
Cab fan
Cab electric tipping pump

Mast Specification:(Pneumatic)

Type
Max. fork height

Model

Overall height Tilt range Capacity

Lowered F/R
Load capacity at 1200mm

Extended
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GXR250M330

GXR250M360
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GXR250M480
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GXR250M600

GXR250M650

GXR250M700

mm (°)

Fully-suspended all-round 
vision cab
/ The new fully-suspended all-round vision cab (HCCS) and 

optimized vehicle outline enable all-round sight and view. 
The molded interior parts enable a more comfortable feel. 
The integral frame constituted by profiled steel pipes has 
higher strength and better enclosure. 

/
/
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